
®
 R

eg
is

te
re

d 
tr

ad
em

ar
k 

of
 O

liv
er

i S
ol

ut
io

ns
. U

nd
er

 it
s 

po
lic

y 
of

 o
ng

oi
ng

 p
ro

du
ct

 d
ev

el
op

m
en

t 
O

liv
er

i S
ol

ut
io

ns
 m

ay
 f

ro
m

 t
im

e 
to

 t
im

e 
ch

an
ge

 p
ro

du
ct

 s
pe

ci
fic

at
io

n 
w

ith
ou

t 
no

tic
e.

 A
ll 

di
m

en
si

on
s 

gi
ve

n 
ar

e 
ap

pr
ox

im
at

e 
an

d 
sh

ou
ld

 b
e 

ch
ec

ke
d 

pr
io

r 
to

 in
st

al
la

tio
n.

 S
ee

 O
liv

er
i w

eb
si

te
 f

or
 in

st
al

la
tio

n 
an

d 
w

ar
ra

nt
y 

de
ta

ils
.

A
ll 

di
m

en
si

on
s 

in
 m

m

Australia 08 8348 6444  oliveri.com.au    New Zealand 0800 440 606  oliveri.co.nz

Re
vi

si
on

 d
at

e:
 3

0/
10

/2
02

3

Specifications /

WELs rating NA

Temperature rating  
(min / max)

1°C - 65°C

Pressure rating 
(min / max)

150 kPa - 500 kPa

Finish Gunmetal (paint with finger print resistant coating)

Materials Brass body and zinc handle

Cartridge size 35 mm

Cartridge type Ceramic disc cartridge

Product weight 1.96 kg

Water supply Mains

Warranty
15 years cartridge and body; 5 years finish, seals, tails, fittings, aerators; 1 year labour  
(see Oliveri website for full details)

Maintenance and care 
instructions

All surfaces should be cleaned with mild liquid detergent or soap and water. Do not use 
cream cleaners or citrus based cleaning products, as they are abrasive. Use of unsuitable 
cleaning agents may damage the surface. Any damage caused in this way will not be 
covered by warranty.
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